


Part Number | A|B|C|D|E|F|G|H|J|K|L|M|N|P|R|S
51991709 80,40 | 31|40 | 4 |16 | 25 |40 |25 |10 | 18 |22 |32 |55 | 8 |235
51991710 95,50 39|50 |5 |20|32|50 3010232540 65| 9 |28
51991711 115/60 1 47 | 60 | 6 |24 |38 | 60 |40 | 15 (28 |32 |50 |19 |12 355

Support |Allowable Screw Weight

Part Number T U V Capacity(N)| Torque (Nm) | (kg)
51991709 M 8x1.25 12 deep |M 8x1.25 | M4x0.7-10L 700 1 0.82
51991710 M10x1.5 15 deep |M10x1.5 | M4x0.7-10L 800 1.5 1.52
51991711 M12x1.75 18 deep | M12x1.75 | M5x0.8-16L 900 2 2.67

Note : The stated values of both "Support Capacity” and "Allowable Screw Torque” are based on the
manual operation of the hand knob.

How To Use

Conventional Method

Cumbersome height adjustment with a wrench l
Limited positioning area

Extendable Work Support Method

Easy height adjustment with a hand knob
Flexible positioning

Hand Knob

|
]
Support Tip (custom-made) /yﬁ\

Extention Spindle
(Custom-made)

Spindle Holder
(Custom-made)

-Connecting an extention spindle allows adjusting the part height with ease.
-Provide a tapped hole for the extention spindle for connection, as specified in chart above.
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BJ330 SCREW JACKS

[Body]
Material:S45C steel
Black oxide finish

[Bolt]

Material:SCM435 steel
Heat treated
Black oxide finish

E B . A R
F
{7
e ittt
N A A B o e
- G
Part Number | A | B | C | D | E | F g |Load Capacity| Weight
(N) (9)
51991712 | 40 | 10 350
51991713 | 50 | 20 | 30 | 40 | 36 | 30 |Mi275 | 31800 420
51991714 | 70 | 40 570
51991718 | 50 | 20 430
21091719 |0 a0 | X | 9 3 | 30 |Mie 31,800 o

SCREW-JACK TIP

|
C T "
Q T

R30 ‘
#1096

Material:S45C steel
Heat treated
Black oxide finish

Part Number st s
(9)
51991722 50
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BJ331 MINIATURE JACKS

How To Use

< Hg[ﬁ )

L BJ331
i Rest Pad Miniat Jack
Material:S45C steel est Pa iniature Jac

Heat treated
Black oxide finish
Hardness:RC33 - 39

7
it
\
i

Part Number | A | B C | D E E G W<(eigg)ht
51991161 37| 6 T
51991162 6 43 1| 6] 25| 18 M6 "
51991163 45| 8 w0
51991164 8 g | qg | 7| 30| 17 MBS i
51991165 58 | 10 e
51991166 10 g o0 | & | 40 | 19 |MI0X15 o
51991167 72 12 0
51991168 12 g o | 10| 50 | 24 |M12x1.75 20
51991169 89 | 16 o
51991170 | 16 [105 | 32 | 13 | 60 | 30 |Mi6x 265
How To Use
A
B
____ N\
[
1D |\ EfAcross 2 Flats)
BJ332
Material: S45C steel Jack Screw
Finish : Black oxide
Part Number | A B C D E F G W(eég);ht
51991173 30 | 20 20
51991174 | 40 | 30 | 13| 5| 13 | M&i25 |M6xi 6 deep|
51991175 38 | 24 5
51991176 | a8 | 3¢ | 17 | 6 | 17 | M5 M 8x1.25 8 deep )
51991177 51 33 %
51991178 | o6 | 43 | 2 | 7 | 2 | Mix175 |Mi0x15 10 deep|— -
51991179 62 | 40 Bl
51991180 | 77 | =5 | 27 | 10 | 27 | MiBx2  |M12x1.75 12 deep|—, o
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BJ333

SMALL SCREW JACKS

How To Use

-

A C
—

Material: S45C steel

Finish :Black oxide

Part Number| A | B | c | D | E G H W‘Z;%ht
51991181 40 | 10
51991182 50 | 20 12 16 13 13 | M 8 x1.25 M 6x1 6 deep
51991183 50 10 110
51991184 60 | 20 14 | 20 17 17 | M10x1.5 [M 8x1.25 8 deep 135
51991185 65 15 220
51991186 80 | 30 19 | 24 | 22 | 22 | M12x1.75 M10x1.5 10 deepi275
51991187 80 | 15 460
51991188 %5 | 30 24 | 32 | 27 | 27 | Mi6x2 M12x1.75 12 deepi555

55 BJ333
70 Small Screw Jack

Screw
Support

BJ601

SMALL RISER CYLINDERS

Material: S45C steel
Finish :Black oxide

How To Use

BJ333

Small Screw Jacks

BJ6O1

Small Riser Cylinders

Part Number| A | B | Cc | D| E | F W‘fig’)ht
51991189 | 32| 44 18 | 45
51991190 | 40| 52 55
51991191 | 50| 62 70
51901192 | 65| 77| ' | 18 MBSl 0 [Ty
51991193 | 80| % 115
51991194 | 100 | 112 145
51991195 | 40| 54 2 | 85
51991196 | 50| 64 105
51991197 | 65| 79 145
51991198 | 80| o4 | '/ | 20 MOKIS | o0 Mg
51991199 | 100 | 114 230
51991200 | 125 | 139 290

Part Number| A | B | C | D| E | F W%g)ht
51991201 50 | 69 | 160
51991202 | 65| 84 200
51991203 80| 99 | 255
51991204 | 100 | 119 | 22 | 24 [W2KI75) 30 [ orp
51991205 | 125 | 144 415
51991206 | 160 | 179 540
51991207 | 50 | 74 32 | 280
51991208 | 65| 89 350
51991209 80 | 104 430
51991210 | 100 | 124 | > | 32 M8 | 45 [hg
51991211 | 125 | 149 715
51991212 | 160 | 184 935
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